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ULTRA THINLAY ASPHALT PAVING SPECIFICATIONS & BIDDING DOCUMENTS  
Town of Buchanan 
 

A. Competitive Sealed Bidding 
 
The Town of Buchanan, Wisconsin (hereinafter referred to as the “Town”) will receive 
sealed bids from qualified Contractors for Ultra Thinlay Asphalt Paving Services that are 
identified in this document.  Sealed bids must be received by the date and time listed in 
these specifications and attached advertisement. 

 
B. Objective/Expectations 

 
These specifications and included contract are for the 2026 Ultra Thinlay Asphalt 
Paving Services for the Town of Buchanan.  The specifications contained herein detail 
how the Contractor shall maintain right-of-ways (roadways) and other properties in an 
appropriate, aesthetic and safe manner while doing the work. 
 

C. Qualifications of Contractors 
 

The Contractor, prior to award of the work, shall show to the complete satisfaction of 
the Town, that it has the necessary facilities, ability and resources to provide the 
services specified herein in a satisfactory manner.   

 
D. Insurance and Workers Compensation 

 
The Contractor shall furnish evidence of all listed Workers Compensation, General 
Liability, Auto and Umbrella insurance coverages.  Certificate(s) of Insurance shall be 
filed with the submitted bid/contract forms with the Town of Buchanan named as an 
“additional insured”. 
 
Minimum limits of insurance shall be as follows: 
 
Workers Compensation Insurance 
 Each Accident/Employee    State Statutory Limits 
 Policy Limit      State Statutory Limits 
General Liability Insurance 
 General Aggregate      $1,000,000 
 Each Occurrence      $1,000,000 
 Products-Completed Operations Aggregate   $1,000,000 
 Personal and Advertising Injury    $1,000,000 
 Each Occurrence (Bodily Injury & Property Damage)  $1,000,000 
 Fire Damage (any one fire)     $1,000,000 
 Medical Expense (any one person)    $1,000,000 



Auto Liability Insurance 
 General Aggregate      $1,000,000 
 Each Occurrence      $1,000,000 
 
Umbrella Liability 
 General Aggregate      $1,000,000 
 Each Occurrence      $1,000,000 
 
To the fullest extent permitted by law, the Bidder shall indemnify and hold harmless the 
Town and its agents against all injuries, deaths, strikes, losses, damages, claims, suits, 
liabilities, judgements, costs and expenses which may arise from any negligence of the 
Contractor, its employees and subcontractors. 
 

E. Examination of Work Sites 
 

Before submitting a bid, each Contractor shall make all investigations and examinations 
necessary to ascertain all site conditions and requirements affecting the full 
performance of the contract.  If the Contractor receives an award as a result of their bid 
submission, failure to have made such investigations and examinations will in no way 
relieve the Contractor from their obligations to comply in every detail with all provisions 
and requirements of these specifications and contract documents.  Nor will the Town 
accept a plea of ignorance of such conditions and requirements as a basis for any claim 
whatsoever by the Contractor for additional compensation. 

 
F. Award of Contract 

 
The Town reserves the right to reject any and all bids/proposals, to award multiple 
contracts, and accept the bid/proposal most advantageous to the Town, even if the 
bid/proposal is not the lowest in cost. 
 
The award shall be made to the responsible bidder or Contractor with the ability to 
fulfill the Town’s contractual needs. 
 
 

G. Ultra Thinlay Asphalt Paving Specifications 
 

a. Asphalt Pavement Milling 

i. All Roadways shall be profile and edge milled to maintain road 
smoothness to assure a 1¼” asphalt lift thickness. 

ii. All Driveways shall be milled back a minimum of 12” from the roadway 
edge of pavement.  Mill depth shall be 1” minimum. 



iii. Full depth mill cup crack locations with a minimum 12” wide mill width. 
Cup cracks extend across the roadway width throughout the project area.  
Locations are marked in the field and approximate number of cup crack 
locations are provided in a table in the bid form. 

iv. Intersection Locations - Mill 1¼” of existing asphalt 100 feet out from the 
intersections on Block Road and State Park Road.  Mill 25 feet to the east 
beyond the Briarwood Dr/Gentry Drive intersection.  See attached Plan 
Sheet for intersection milling locations. 

b. Asphalt Pavement Materials 

i. Asphaltic pavement shall be in accordance with requirements for WisDOT 
Standard Specifications except as noted in the following: 

1. Hot Mix Asphalt (HMA) pavement shall be: 

a. Thinlay Surface: 5 MT 58-34 H. 

ii. Aggregate in the pavement mix shall conform to Section 460 of WisDOT 
“State Specifications” and have a thickness as shown below: 

   Layer 
       Gradation No. Nominal Size  Thickness 

5 3/8″ (9.5 mm) 1.25″ 
   

iii. Pavement Mix Design 

1. Prior to beginning construction, submit copies of the State 
approved design mix proposed to be used on this project. 

c. Tack Coat Materials 

i. Tack coat material shall be an asphalt emulsion, conforming to Section 
455 of WisDOT State Specifications, diluted with an equal amount of 
water and applied at a consistent rate of 0.07 gallons per square yard.  All 
roadways shall be swept and cleaned prior to tack coat application. 

d. Existing Water Valve Box Adjustment 

i. Install metal riser rings to match new asphalt pavement surface 
elevation. 

e. Existing Manhole Adjustment 

i. Install metal riser rings to match new asphalt pavement surface 
elevation. 



f. Gravel Shouldering 

i. Gravel shouldering will be completed by Others and is not a part of this 
project. 

H. Damage to Public or Private Property 
 

Should any damage to public or private property occur as a result of the services 
performed or work done by the Contractor, the Contractor shall immediately notify the 
Town of such damages.  Any damage shall be cured within ten (10) calendar days after 
the damage occurs unless a different time period is agreed to in the discretion of the 
Town’s representative.   Should the damage not be rectified within the time frame 
agreed upon, the Town reserves the right to repair and/or replace that which is 
damaged and assess the Contractor for such costs as may be reasonable and related to 
damage caused by the Contractor, and may deduct these costs from any payment due 
the Contractor. 

 
I. Contractor Personnel and Equipment 

 
The Contractor shall supply all material, equipment and personnel necessary to 
complete the work specified.  The Contractor shall rent equipment as needed to cover 
any equipment breakdowns that would cause this contract to not be completed in the 
allotted time period. 

 
J. Work Crew Supervision 

 
The Contractor shall provide qualified supervision of each crew at all times while 
working under this contract.  Each supervisor shall be fluent in English and be authorized 
by the Contractor to accept and act upon any directives issued by the Town concerning 
the work outlined in these specifications and contract. 

 
K. Contract Life 

 
The term of the contract is confined to this project and time frame identified.  Any 
additional work added to the original contract shall be completed at the original 
contract unit prices and documented through change orders. 

 
L. Working Hours 

 
The Contractor shall schedule work between the hours of 7:00AM and 8:00PM, Monday 
through Friday, unless otherwise authorized by the Town. 

 
 
 



M. Property Owner Notification 
 
Contractor shall notify property owners about the project in writing prior to work 
commencing. 
 

N. Inspection of Work 
 

All work shall be completed to the satisfaction of the Town with respect to proper 
procedures and quality of workmanship. 

 
O. Warranty and Unsatisfactory Work 

 
If, at any time during the contract, the Town determines that the service performed or 
work done by the Contractor creates a condition that threatens the health, safety or 
welfare of the community or fails to meet the specifications herein, the Contractor shall, 
upon receipt of the written or oral notice, immediately correct such deficient service or 
work.  In the event the Contractor fails, after notice, to correct the deficient service or 
work immediately, the Town shall have the right to order correction of the deficiency by 
separate contract or with its own resources at the Contractor’s expense.  The Town 
reserves the right to terminate this contract in whole or in part in the event the 
Contractor fails to perform any of the provisions of this contract. 
 
There shall be a two-year warranty from project completion for any defects from 
product and workmanship. Contractor shall repair/replace based on inspections by the 
Town. 

 
P. Costs and Basis of Payment 

 
The Contractor affirms and states that the prices submitted herein constitute the total 
cost to the Town for all work identified in these specifications.  The total cost includes all 
insurance, royalties, transportation charges, use of all tools and equipment, supervision, 
overhead expense, inspection costs, all profits and all other work, services and 
conditions necessarily involved in the work to be done considered either separately or 
collectively. 

 
Q. Liquidated Damages 

 
The Town and Contractor recognize that time and work quality is of the essence to this 
contract.  The parties also recognize the delays, expense and difficulties involved in a 
legal proceeding.  Should the Contractor fail to complete the work by the date provided 
in these specifications and contract, the Contractor shall be liable to the Town for 
liquidated damage in the amount of $100.00 per day for failure to complete the work in 
the time frames and specifications provided.  All work performed through this contract 
and specifications is to be completed no later than August 31, 2026.  



 
R. Questions During the Bid Process 

 
All questions concerning these specifications shall be directed to Mr. Dennis Jandrey, 
Engineer Technician at 920.734.8599 (Office) or 920.931.5410 (Mobile) 

 
S. Failure to Enforce 

 
Failure by the Town at any time to enforce the provisions of this contract shall not be 
construed as a waiver of any such provisions.  Such failure to enforce shall not affect the 
validity of the contract or any part thereof or the right of the Town to enforce any 
provision at any time in accordance with its terms. 

 
T. Bid Submission Requirements 

 
Sealed bids will be accepted by the Town of Buchanan until April 16, 2026, at 11:30 a.m. 
at the Buchanan Town Hall, N178 County Road N, Appleton, WI 54915 and which time 
they will be opened and read aloud.  No faxed submissions will be accepted.  The 
envelope shall be clearly marked on the outside “Buchanan 2026 Ultra Thinlay Asphalt 
Paving Services”. 
 
Sealed bid submissions shall include the following: 
 
1. Completed Bid Form to these specifications. 
2. Certificate of Insurance showing the conformance with minimal level of insurance 

requirements for the work identified in these specifications. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



TOWN OF BUCHANAN, OUTAGAMIE COUNTY, WISCONSIN 
2026 Ultra Thinlay Asphalt Paving Services  
 

BID FORM  
 
I, _________________________, duly authorized representative of ____________________, proposes 
to provide all labor, materials and equipment to perform Ultra Thinlay Paving services for the following 
Town of Buchanan roads.  The undersigned offers and agrees, if this Bid is accepted within 60 calendar 
days from the date of opening, to furnish any or all services upon which prices are quoted, and recorded 
opposite each road item, delivered at the designated locations within the time specified. 
 

1¼” Ultra Thinlay 
Paving Roadway Road Segment QTY Unit 

Bid Unit 
Price ($) Bid Total ($) 

Hickory Park Dr Marion Ave to Briarwood Dr 4,500 SY   
Snowberry Dr Marion Ave to Barberry Ln 3,500 SY   
Holly Ln Marion Ave to Barberry Ln 3,800 SY   
Greenspire Way Marion Ave to Briarwood Dr 4,800 SY   
Barberry Ln Greenspire Way to Block Rd 3,600 SY   
Juneberry Ct Hickory Park Dr to Termini 900 SY   
Marion Ave Block Rd to Greenspire Way 3,300 SY   

Briarwood Dr State Park Rd to Greenspire Way 
(including Parking Areas at Park) 4,400 SY   

Valve Box 
Adjustment All streets in Project Area 11 EA.   

Manhole 
Adjustments All streets in Project Area 35 EA.   

    TOTAL COST:  
 
The following table is for reference only and lists the number of deep cup crack locations that require 
full depth milling with a minimum 12” wide mill width prior to paving.  Locations marked in the field. 
 

Road Name Road Segment # of Cup Cracks 
Hickory Park Dr Marion Ave to Briarwood Dr 11 
Snowberry Dr Marion Ave to Barberry Ln 7 
Holly Ln Marion Ave to Barberry Ln 8 
Greenspire Way Marion Ave to Briarwood Dr 11 
Barberry Ln Greenspire Way to Block Rd 12 
Juneberry Ct Hickory Park Dr to Termini 0 
Marion Ave Block Rd to Greenspire Way 10 
Briarwood Dr State Park Rd to Greenspire Way 11 
 TOTAL: 70 

 
NOTES: 
1) The Town reserves the right to delete any of the roadway paving segments in the above bid form. 
2) Price shall include all necessary milling, traffic control, sweeping and cleaning up for the project area.   
3) All milling materials shall be disposed of off-site at a location to be obtained by the Contractor. 
4) All roads shall be completed no later than August 31, 2026. 



THE ABOVE BID IF ACCEPTED AND SIGNED BY THE AUTHORIZED SIGNATORY OF THE TOWN OF 
BUCHANAN SHALL CONSTITUTE AND BECOME A CONTRACT BINDING UPON THE PARTIES 
 
BIDDER 
 
Company Name:  __________________________ Date:  _________________________ 
 
Street Address:    ______________________________________________________________ 
        City, State, Zip 
 
Business Phone:  _________________________  Fax:   __________________________ 
 
Federal Employer ID #:  _____________________ 
 
Contact Name:   _______________________  Email:__________________________ 
 
 
_____________________________________  ATTEST:  If a Corporation 
Signature of Officer, Partner, Sole Proprietor 
 
_____________________________________  ________________________________ 
Print Name & Title     Signature of Corporation Secretary 
 
 
TOWN OF BUCHANAN 
 
 
______________________________________  ATTEST 
Authorized Agent Signature 
 
 
______________________________________  ________________________________ 
Title       Cynthia Sieracki, Clerk/Treasurer 
 
______________________________________  ________________________________ 
Date       Date 
 
 
 
 
 
 
 
 
 



 

MILL 1¼” EX. ASPHALT 
100’ FROM INTERSECTION 

MILL 1¼” EX. ASPHALT 
100’ FROM INTERSECTION 

MILL 1¼” EX. ASPHALT 
100’ FROM INTERSECTION 

MILL 1¼” EX. 
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FROM 
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